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Occupational Safety and Health Admin., Labor § 1910.169 

[45 FR 60715, Sept. 12, 1980; 46 FR 24557, May 1, 1981] 

Subpart M—Compressed Gas and 
Compressed Air Equipment 

AUTHORITY: Sections 4, 6, and 8 of the Occu-
pational Safety and Health Act of 1970 (29 
U.S.C. 653, 655, 657); Secretary of Labor’s 
Order No. 12–71 (36 FR 8754), 8–76 (41 FR 
25059), 9–83 (48 FR 35736), or 1–90 (55 FR 9033), 
as applicable. 

§§ 1910.166–1910.168 [Reserved] 

§ 1910.169 Air receivers. 

(a) General requirements—(1) Applica-
tion. This section applies to compressed 
air receivers, and other equipment used 
in providing and utilizing compressed 
air for performing operations such as 
cleaning, drilling, hoisting, and chip-
ping. On the other hand, however, this 
section does not deal with the special 
problems created by using compressed 
air to convey materials nor the prob-
lems created when men work in com-

pressed air as in tunnels and caissons. 
This section is not intended to apply to 
compressed air machinery and equip-
ment used on transportation vehicles 
such as steam railroad cars, electric 
railway cars, and automotive equip-
ment. 

(2) New and existing equipment. (i) All 
new air receivers installed after the ef-
fective date of these regulations shall 
be constructed in accordance with the 
1968 edition of the A.S.M.E. Boiler and 
Pressure Vessel Code Section VIII, 
which is incorporated by reference as 
specified in § 1910.6. 

(ii) All safety valves used shall be 
constructed, installed, and maintained 
in accordance with the A.S.M.E. Boiler 
and Pressure Vessel Code, Section VIII 
Edition 1968. 

(b) Installation and equipment require-
ments—(1) Installation. Air receivers 
shall be so installed that all drains, 
handholes, and manholes therein are 
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